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NOTES: |
C ELECTRICAL:
1. VOLTAGE RATING : 125 VAG RMS .
2. CURRENT RATING : 1.5 AMP .
3. CONTACT RESISTANCE : 45 MILLIOHMS MAX.
- 4. INSULATION RESISTANCE: 1000 MEGOHMS MIN © 500 VDC.
5. DIELECTRIC STRENGTH : 1000 VAC RMS 60Hz, 1MIN. i
kmmmw_%m__.zo MATERIAL : GLASS FILLED POLYESTER OR NYLON. R
B 2. CONTACT MATERIAL : PHOSPHOR BRONZE t=0.35mm. ¥
3. PLATING : GOLD PLATING OVER NICKEL.
4. OPERATING LIFE : 750 CYCLES MIN. £ a1 | ZSNOW ELECTRONG. CO. LD
5. PCB RETENTION PRE—SOLDER : 1 LB MIN. ] DIMENSION IN mm [inch
B 6. PCB RETENTION POST—SOLDER: 10 LBS MIN. z mm e o S
ENVIRONMENTAL: s
1. STORAGE : —40°'C TO +85°C. 3 MW - SEE NOTE ZW2LEB- Y0P
Al 2. OPERATION: —40°C TO +85°C. HEL
MATES WITH MODULAR PLUG CONFORMING TO 218 [ SIDE ENTRY LED JACK
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PART NUMBER: ZW2J88-;

0-W/0 LOGO
1-W/ “ZSNOW" LOGO
2-W/ "F” LOGO

1-LED1:GREEN LED2:YELLOW
2—-LED1:GREEN LED2:GREEN
3—LED1:YELLOW LED2:GREEN
E—LED1:GREEN LED2:RED

._.|._ -3u”_ 2-6u” 3-15u”

4-30u” 5-50u” F—GOLD FLASH

2-PBT
J—=NYLON

1-W/0 TAB
2-W/ TOP TABS
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4-W/ TOP&SIDE TABS

DIMENSION N mm [inch]
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